Calibrate level

You must key in the password
within 5 seconds of accessing
the password screen or the Wi-
130 returns to normal opera-
tion.

In Legal for Trade applications
the number of Active Scales
must reflect the number of
physical scales to be calibrated
at the time the

Wi-130 is sealed.
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The default password for the Calibrate level is 30456.

1. Press and hold the ESCAPE key
for 3-5 seconds. You will hear a
2nd beep and the display will
change. Key in 30456 and press

ENTER. .. the screen in Figure 7 is displayed.

Figure 7
Calibrate level display

Figure 8 is a flowchart showing what soft keys or choices appear as you
press the soft keys shown in Figure 7.
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Soft key flowchart for Calibrate level

Press the CAPAC soft key to set the capacity and division size of the scale.
Press the ZERO soft key to set the zero reference (calibrate at no load).
Press the SPAN soft key to set the span (calibrate with load).

Press the MORE soft key to access the following soft key group:

Press this key to see the calibration constants. These

numbers are for future development.

+ CLRPRG Press this key to clear the BASIC program and the configu-
ration of your WI-130. DO THIS ONLY WHEN ABSO-
LUTELY NECESSARY.

= VIEW Press this key to view the firmware version.

= SCALES Press this key to select the number of active scales.

« EXIT Press this key to go back to the previous soft key group.

«VALS

Following are detailed instructions for setting or viewing the above param-
eters.






